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NO TOOLS REQUIRED
Aucun outil necessaire
No necesita herramientas
kein Werkzeug notwendig
Geen gereedschap nodig
Attrezzi non necessari
Bez uzycia narzedzi
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SETUP TIME

Temps de montage
Tiempo de montaje
Montagezeit
Montagetijd
Tempo di montaggio
Czas montazu

ITEM - Article - Articulo - Artikel - Artikel - Prodotto - Artykut

#H 56448 gsim 90%
375"
488 X 305 X 107cm —— T
“ 16 x10" x 427 | L L [
| =
| 4.66m (16'37) 109401
@ POWER STEEL™ 4.88m (16) 289300l
6721kg )
R o s "}
[ pai
\ [ [ [l /
2.80m (9°2") —————=—
3.05m(107) ———

FEATURES - Caractéristiques - caracteristicas - Eigenschaften - Kenmerken - caratteristiche - Cechy

PVC/TRITECH™

INNER MOSAIC PRINT
Motif intérieur mosaique

34Tm (116") — |

@32mm
@ 1.25"

Estampado interno de mosaico
Innenverkleidung: mosaikoptik

Mozaiek Print

Stampa interna mosaico
Nadruk wewnetrzny mozaika

INCLUDES - Inclus - Incluye - Inhalt - Bevat - Include - Zawiera

CARTRIDGE COVER
Cartouche Bache
Cartucho Cubierta
Kartusche Abdeckhaube
Filter Afdekhoes
Cartuccia 58290 Copertura
Whiad Pokrywa

58330

LADDER CHEMCONNECT™ DISPENSER
Echelle Diffuseur ChemConnect™

Escalerilla Dispensador ChemConnect™
Sicherheitsleiter ChemConnect™ Chemikaliendosierer
Ladder ChemConnect™ dispenser

Scaletta Galleggiante chimico ChemConnect™
Drabinka Dozownik ChemConnect™

FILTRATION SYSTEM - Systéme de filtrage - Sistema de filtracion - Filtersystem - Filtersysteem - Sistema di filiraggio - System filtrujgcy —o

FILTER PUMP 58386 3.028 L/h - 800 gal/h VOLTAGE
Pompe de filtration 58386 3.028 L/h Tension
Bomba de filtrado 58386 3.028 L/h Tension
Filterpumpe 58386 3.028 L/h Spannung
Filterpomp 58386 3.028 L/h Voltage
Filtro a cartuccia 58386 3.028 L/h 220-240V  Tensione
System filtruj cy 58386 3.028 L/h 50HZ Napiecie
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